
Porcelain oil bushings 

BROCHURE
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Type A B C D D1 E E1 F G H Tank Hole Weight

730 253 305 M30x2 Ø 250 350 175 509 148 176 Ø 135 35.2 kg

807 253 305 M42x3 Ø 250 350 175 509 178 176 Ø 135 44.9 kg

836 253 305 M48x3 Ø 250 350 175 509 183 176 Ø 135 49.2 kg

B4 – DIN 42534-83 – 52 kV 
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B4 – DIN 42534-83 – 52 kV 

730 253 305 M30x2 Ø 250 350 175 509 148 176 Ø 135 35.2 kg
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Item Description Q.ty

1 Porcelain 1

2 Bolt 1

3 Cap 1

4 Washer 1

5 Upper horn 1

6 Lower horn 1

7 1

8 1

9 1

10 1

11 Flange DIN 43675 1

12 Pressure ring 1

13 1

14 Full nut 1

15 Full nut 1

16 1

17 1

18 2

19 1

20 2

21 8

22 Full nut 8

23 Contact ring 1

24 2

25 Pressbits 6

26 Flange 1

Voltage tightness

According
to standard

Rated
voltage 

(kV)

Rated 
current 

(A)

Lighting 
impulse 

(kV)

Power 
frequency

(kV)

Creepage 
distance 
min. 
(mm)

Arcing 
distance 
min.
(mm)

Lee 
protected 
line min. 
(mm)

Dry Wet

DIN 42534-83 52 1000 250 - 95 950 480 340

DIN 42534-83 52 2000 250 - 95 950 480 340

DIN 42534-83 52 3150 250 - 95 950 480 340

B4 – DIN 42534-83 – 52 kV 
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