Especificaciones

Lafoto esrepresentativa

Eaton FD1030L

Eaton Series C complete molded case circuit
breaker, F-frame, FD, Complete breaker, Fixed
thermal, fixed magnetic trip type, Single-pole, 30A,
347 Vac, 125 Vdc, 35 KAIC at 277 Vac, 18 KAIC at
347 Vac, Line and load, 50/60 Hz

Especificaciones generales

PRODUCT NAME b coos cirout eker
CATALOG NUMBER FD1030L

UPC 786685981000
EE&@?SIDEPTH e

PRODUCT HEIGHT 6in

PRODUCT WIDTH 1.38in

PRODUCT WEIGHT 141b
CERTIFICATIONS UL Listed




AMPERAGE RATING 30A FOLLETOS Breaker service centers
VOLTAGE RATING 347 Vac, 125 Vdc GUIASDE P
! Eaton Specification Sheet -
ESPECIFICACIONESDE ~ —aonsSoedification Sheet -
TRIPTYPE T186 PRODUCTO FD1030L
CIRCUIT BREAKERTYPE FD
CIRCUIT BREAKER
FRAME TYPE Complete breaker
SERIES Series C
TERMINALS Line and load
FRAME F
FREQUENCY RATING 50/60 Hz
18 KAIC at 347 Vac
INTERRUPT RATING 35 KAIC at 277 Vao
NUMBER OF POLES Single-pole
NOMBRE DE PROYECTO:
NUMERO DE PROYECTO:
PREPARADO POR:
FECHA:
Eaton Corporation plc Eaton House Siganos en las redes sociales para que
Carretera 30 Pembroke conozca la informacion sobre productos y
Dublin 4, Irlanda soporte més reciente.
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https://www.eaton.com/content/dam/eaton/products/electrical-circuit-protection/molded-case-circuit-breakers/breaker-service-centers-pa01217002e.pdf
https://www.eaton.com/us/en-us/skuPage.FD1030L.pdf
https://www.eaton.com/us/en-us/skuPage.FD1030L.pdf
https://twitter.com/eatoncorp/
https://www.instagram.com/eaton_corp/
https://facebook.com/eatoncorporation/
https://www.youtube.com/EatonVideos

