Especificaciones

1T Eaton FD1050L

Eaton Series C complete molded case circuit
breaker, F-frame, FD, Complete breaker,
Fixed thermal, fixed magnetic trip type,
Single-pole, 50A, 347 Vac, 125 Vdc, 35 KAIC

£ at 277 Vac, 18 kAIC at 347 Vac, Line and load,
M 50/60 Hz
®.
Especificaciones generales
Eaton Series C complete
La foto es representativa PRODUCT NAME molded case circuit
breaker
CATALOG NUMBER FD1050L
6 o0
195 UPC 782114210451
) PRODUCT .
'J LENGTH/DEPTH 3.381n
e PRODUCT HEIGHT 6in
F.E; PRODUCT WIDTH 1.381in
PRODUCT WEIGHT 41b
CERTIFICATIONS UL Listed
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https://www.eaton.com/mx/es-mx.html

AMPERAGE RATING 50A FOLLETOS Breaker service centers
VOLTAGE RATING 347 Vac, 125 Vdc GUIAS DE Eaton Specification Sheet
Eaton Specification sneet -
ESPECIFICACIONES DE
TRIP TYPE T186
PRODUCTO —_—

CIRCUIT BREAKER TYPE FD
CIRCUIT BREAKER FRAME

Complete breaker

TYPE

SERIES Series C
TERMINALS Line and load
FRAME F
FREQUENCY RATING 50/60 Hz

35 kAIC at 277 Vac
18 kAIC at 347 Vac

NUMBER OF POLES Single-pole

INTERRUPT RATING

NOMBRE DE PROYECTO:

NUMERO DE PROYECTO:

PREPARADO POR:
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